RVV-JsBE HEREZHEIELTRIEREBY
RVV-Js Yellow PVC-sheathed Cable for warning purpose
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FLEXIBLE WIRES & CABLES

RVV-JS 450/750V 3 x 1.5mnf SHANGHAI HANKE DIANXIAN YOUXIAN GONGSI ‘

APPLIGATIONS

EBRATERFXHERMATENEEL ISR ARXER, For safety and warning purpose, yellow sheath cable is provided
RERETNERIPEEZERBY, for wiring of circuit which keep live after main supply is switched
off and require special marking.

FE 2 4514 WIRE MAKE-UPR

SRMIRREA LY EH L SE; Fine bare copper/tinned copper stranded conductor
PVC/DEI 4%, 45HPVCERIPE, PVC/D insulation, special yellow PVC sheath

FARSE TECHNICAL DATA

BEEE: BEER%E -30C~+70T Operating Temp.:
BEHRE -5C ~+70TC -30C ~+707 for fixed wiring

FMEBIE: Uo/U 450/750V -5 ~+70%C for movable wiring

AR VDE 0245/0281 Rated Voltage: Uo/U 450/750V

EfkiR#E: VDE 0295/IEC 60228 5% Governing Standards: VDE 0245/0281

TlEE: KT4x BEIMR(EE) Conductor Standards: Category 5 in VDE 0295/IEC
KF15x BEIMR(— R Th) Bending Radius:

more than 4 x wire O.D. (fixed wiring)
more than 15 x wire O.D. (normal movable wiring)
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Cross Section Conductor Structure h.ﬁ"ﬂ\é = ASME Ei(ﬁ{u-) RAHMRE 3000;;‘35#
/ Nominal O.D. Max O.D. Approx. Weight SERRE(A

Core.No.xmm  Core. No.x Cond. No./O.D < ( Q/Km) Ambient (aerial cable)

3x1.5 3x30/0.25 8.26 9.4 106 13.3 11

4x1.5 4x30/0.25 9.24 10.5 137 13.3 11

5x1.5 5x30/0.25 10.30 11.6 168 13.3

3x2.5 3x50/0.25 10.17 11.4 158 7.98 18

4x2.5 4x50/0.25 11.13 12.5 199 7.98 18

5x2.5 5x50/0.25 12.34 13.9 243 7.98

A HMERARREREACHMITHE, BE&TH. ARERE. fEARRELFUENERARE. (LHFR)
A Current-carrying capacity is the calculated value based on a ambient temperature of 30C and is to be multiplied by a factor when
application conditions including number of cores, ambient temperature and wiring condition are changed. (see Appendix)
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