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WDZB-RYYP Shilded cable of flame-retardant halogon-free low-smoke polyolefine-insulated and sheathed
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Cross Section Conductor Structure
5% x mnf WE x RE/EARER
Core No. xmnf Core No. x Cond. No./O.D
2x0.5 2x16/0.20
2x0.6 2x19/0.20
2x1 2x32/0.20
5x1 5x32/0.20
7x1 7x32/0.20
19x1.5 19x30/0.25

APPLICATIONS

Intended for crowded places such as high rise buildings or
subways where halogenide and other toxic gas emission
is not allowed in case of fire.

WIRE MAKE-UP

Multi-stranded fine bare copper/tincopper conductor
Flame-retardant halogon-free low-smoke insulation and sheath
Level-B flame retardance (WDZB-RYYP),

Protection against gopher (WDZB-FSY-RYYP)

TECHNICAL DATA

Operating Temp.: =5C ~+90C

Rated Voltage: Uo/U 300/500V

Governing Std.: GB/T 19666-2005,GB/T 18380.3-2001
Conductor Std.: category 5in GB/T 3956-1997

BRERIME BKRIME EEGER)
Nominal O.D. Max O.D. Approx. Weight
mm mm Kg/Km
6.75 7.1 66.3
6.90 7.3 69.2
8.18 8.6 95.3
10.20 10.7 181
11.12 1.7 222
19.50 20.2 682

WDZ-UTP.5e

S8 ®= SE4EH
Cross Section

Tt x #% x mnt
Pair No. x Core No. x mni

4x2x0.2 4x2x1/0.50
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Conductor Structure
B x B8 x RE/BIRER
Pair No.x Core No.x Cond. No./O.D

RSP E BRIME EE(GEL)
Nominal O.D. Max O.D. Approx. Weight
mm mm Kg/Km

4.70 5.00 35.0
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