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AGRP Motor and Electric Appliances Use Shielded Installation Wire, Silicone rubber Insulated,
Heat Resistant
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APPLIGATIONS

ERAFRREERESOOVE I THEN., BREEERNES Suitable for wiring in motor, electric appliances, measuring/
NERRHRE BT RNIERES, control instruments/gauges at/below rated voltage 500V AC.
FE 2k 4544 WIRE MAKE-UP
SR REFEHIRLSE; Multi-stranded fine bare tincopper conductor.
HERERES, BEIMNILRARR. Silicone rubber Insulation, copper mesh shield outside insulation

FARSE TECHNICAL DATA

BESEE: -60TC ~+180C [H] Operating Temp.: -60C ~ +180C
HMEBE: 500V Rated Voltage: 500V
BFEIRE: Governing Std.: enterprise standards
S4kiRHE: GB/T 3596-1997 £57h Conductor Std.: Category 5 in GB/T 3596-1997
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Cross Section RE/BRER Nominal O.D. Max. O.D. Approx. Weight SERRE(A
mm mm mm Kg/Km Ampacity @30
Cond. No./O.D Ambient (aerial cable)
0.2 12/0.15 2.88 3.1 12.0
0.3 16/0.15 2.98 3.2 13.0
0.4 23/0.15 3.19 3.4 19.0
0.5 28/0.15 3.31 3.5 22.4
0.75 42/0.15 3.59 3.8 25.5
1 32/0.20 3.75 4.0 28.5
1.5 48/0.20 4.08 4.3 34.2
2 64/0.20 4.73 5.0 441
2.5 77/0.20 5.60 5.9 58.4
4 77/0.26 6.42 6.8 82.6
6 112/0.26 7.25 7.6 107
10 133/0.32 8.58 9.0 162

A HRERARBREREEIOCHNITEE, BETH. AERE. fERREEGUTNERURE. (WHF)
A Current-carrying capacity is the calculated value based on a ambient temperature of 30°C and is to be multiplied by a factor when
application conditions including number of cores, ambient temperature and wiring condition are changed. (see Appendix)
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